AGP-2

Used in all Guild models
with optional “Fishman
Pickup and Preamp.”

The Fishman AGP-2 is the
classic onboard design that
wrote the book on compact
preamps and freed perform-
ers to move all over the stage,
wherever the music took
them. It is equipped with elec-
tronic buffering and tone con-
trols. Elegantly simple to
operate, it contains tasteful
knob-style rotary volume and
stacked bass/treble controls,
Guild acoustic guitars are
also available with transducer
only, i.e. without the preamp.

Acoustic
Matrix Pro

S4CE (HR, HG, BG), B4E
(HR and HG) and B30E

Fishman’s Acoustic Matrix
Professional System features
Fishman’s Acoustic Matrix
under-saddle pickup—a pro-
prietary unitary sensor and an
onboard EQ with five slider
controls:  Volume, Bass,
Middle, Treble and Brilliance.
A phase switch, sub-bass con-
trol and low-battery LED
round out this compact, easy-
to-use onboard system.
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refix
Onboard
Blender

DCES5, F47CEs & F65CE

The Prefix Onboard Blender
is a new onboard acoustic gui-
tar preamp system with a
unique battery-access feature:

the preamp pivots outside of

the guitar so that the battery
is right at the player’s finger-
tips. The preamp also features
an electret condenser mini-

mic built into the chassis of

the EQ, The system provides
maximum sound-shaping and
feedback-fighting capabilities
It produces a clean, noiseless
signal suitable for recording

Prefix Pro

DCEI (HR and HG), DCE3,
F4CE (HR and HG) and F5CE.

The Prefix Pro preamp is sup-
plied with Fishman’s Acoustic
Matrix transducer, a propri-
etary copolymer-film pickup
with a frequency response
and dynamic range superior
to that of traditional piezo-
ceramic pickups. The pre-
amps features Bass, Middle,
Treble and Brilliance slide
controls, phase switch, low-
battery LED, notch filter for
tone shaping and feedback
control, and a rotary volume
control for a clean, noiseless
output signal.



